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1) Planimetrics are from the Stark County 

GIS department dated 2006 
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1000 S. Cleveland-Massillon Rd. 
Suite 106 
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Figure 1 - Site Location Map 

Former J&L Steel Lagoons 
1500 West Main Street, Louisville, Stark County, Ohio 

Prepared by: P. Kuonen Date: November 2012 Project No. 09031 



Lagoons 
1 SWMU 4 Emergency Lagoon 1998-2000 

2 SWMU 3 Equalization Lagoon 2004 

3 SWMU 14 Lime Stabilized Waste Pickle Liquor Settling Lagoon 1998-2000 

4 SWMU 8 Mill Scale Settling Lagoon 2004 

5 SWMU 16 Rinse Water Sludge Disposal Lagoon 1981-1985 

6 SWMU 15 Lime Stabilized Waste Pickle Liquor Sludge Disposal Lagoon 1981-1985 

7 SWMU 15 Lime Stabilized Waste Pickle Liquor Sludge Disposal Lagoon 1981-1985 

8 SWMU 16 Rinse Water Sludge Disposal Lagoon 1981-1985 

9 SWMU 15 Lime Stabilized Waste Pickle Liquor Sludge Disposal Lagoon 1981-1985 
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Figure 2 -
Historic Lagoon Location Map 

Former J&L Steel Lagoons 
1500 West Main Street, Louisville, Stark County, Ohio 

Prepared by: P. Kuonen Date: November 2012 Project No. 09031 
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Figure 3 - Soil PCB Concentrations and 
Analytical Results Above VAP Direct Contact 

Standards Near PCB Remediation Area 
Former J&L Steel Lagoons 

1500 West Main Street, Louisville, Stark County, Ohio 

Prepared by: A. Martin Date: November 2012 Project No. 09031 
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- • - • - • - • Identified Area Boundary 

~ Monitoring Well 

-$- Monitoring Well Affected by Oil Product 

1000 S. Cleveland-Massillon Rd . 
Suite 106 
Akron, OH 44333 
Phone: (330) 668-4600 
Fax (330) 668-8464 

Figure 4 - Ground Water PCB 
Concentrations and Analytical Results 

Above UPUS Near PCB Remediation Area 
Former J&L Steel Lagoons 

1500 West Main Street, Louisville, Stark County, Ohio 

Prepared by: A. Martin Date: November 2012 Project No. 09031 
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Notes 
1) Isopleth based on % RE NAPL fluorescence as measured 

by UVOST (Ultra-Violet Optical Screening Tool) 

2) % R
0
E gen~rally correlates. with petroleum concentrations-

200 % RE 1s expected to yield higher levels of impact 
than 100% RE. 
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-+- Soil Boring 

-¢- Shallow Soil Sample 

@ UV Soil Sample- measured impact 10' or less (vadose) 

@ UV Soil Sample- measured impact 10'-15' (smear zone/saturated) 

0 UV Soil Sample- measured impact extends below 15' (saturated) 

1000 S. Cleveland-Massillon Rd. 
Suite 106 
Akron, OH 44333 

Phone: (330) 668-4600 
Fax (330) 668-8464 

Figure 5 -
UV Soil Bonng Location Map 

Former J&L Steel Lagoons 
1500 West Main Street, Louisville, Stark County, Ohio 

Scale in Feet 
Prepared by: P. Kuonen Date: August 2012 Project No. 09031 
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Notes 
1)lsopleth based on% RE NAPL fluorescence as measured 

by UVOST (Ultra-Violet Optical Screening Tool) 

2) % RE generally correlates with petroleum concentrations-
200% RE is expected to yield higher levels of impact 
than 100% RE. 
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-¢- Shallow Soil Sample 

@ UV Soil Sample- measured impact 10' or less (vadose) 

@ UV Soil Sample- measured impact 10'-15' (smear zone/saturated) 

0 UV Soil Sample- measured impact extends below 15' (saturated) 
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Figure 6 -
Oil Recovery Trench Locations 

Former J&L Steel Lagoons 
1500 West Main Street, Louisville, Stark County, Ohio 

Scale in Feet 
Prepared by: P. Kuonen Date: September 2012 Project No. 09031 
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